High efficiency combined with good compatibility

- Highly efficient deaerator and defoamer
- Good compatibility
- Allows for post-adjustment of formulation
- Excellent long-term persistency

FoamStar® SI 2299: Characteristic Values

<table>
<thead>
<tr>
<th>Property</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>Appearance</td>
<td>Colorless to slightly yellowish, clear to slightly hazy liquid</td>
</tr>
<tr>
<td>Density</td>
<td>1.00 g/cm³</td>
</tr>
<tr>
<td>Viscosity</td>
<td>20 mPa.s</td>
</tr>
</tbody>
</table>

Also suitable for heavy-duty anti-corrosion spray coatings
FoamStar® SI 2299
Micro-foam will no longer compromise the aesthetics and functions of spray-on coatings

New benchmark for removing micro-foam from water-based spray coatings

- Spraying formulation based on Acronal LR 9014, 1.5% defoamer
- Micro-foam assessment with optical microscope

- Draw-down of spraying formulation based on acrylic copolymer

Contacts

Please contact our technical service department for more help on formulating with products from the FoamStar product line.

The data contained in this publication are based on our current knowledge and experience. In view of the many factors that may affect processing and application of our product, these data do not relieve processors from carrying out their own investigations and tests; neither do these data imply any guarantee of certain properties, nor the suitability of the product for a specific purpose. Any descriptions, drawings, photographs, data, proportions, weights etc. given herein may change without prior information and do not constitute the agreed contractual quality of the product. The agreed contractual quality of the product results exclusively from the statements made in the product specification. It is the responsibility of the recipient of our products to ensure that any proprietary rights and existing laws and legislation are observed. When handling these products, advice and information given in the safety data sheet must be complied with. Further, protective and workplace hygiene measures adequate for handling chemicals must be observed. (01/2018)

implified trademark of the BASF Group